
 

272 

 

 
APPENDIX ‘B’ [1] 

 

Instructions for the supply and use of detonating (fog) signals at stations to 

indicate to the Loco Pilots of approaching trains, the location of a signal. 
 

1.01 Recruitment. – Fog Signalmen will be detailed for duty at stations, being 

recruited partly from the station Traffic staff and partly from Engineering 

gangmen and must not be substitute but regular employees of the railway. 
 

1.02. Relief.- Divisional Railway Managers will arrange for a Relief Force for 

relieving Fog Signalmen at stations in areas in which fogs are prevalent, 

when such men are absent on account of sickness or authorized leave.  
 

1.03.- Supply and Method of use.- (i) Each Fog Signalman, while being sent 

to the Fog Signal Post, will be given 20 detonating (fog) signals (Patakha). 

The Station Master shall ensure that fresh supplies of detonating(fog ) signals 

are sent out, as necessary, to the men in replacement of those used.  
 

(ii) One Fog Signalman must be sent to each of the fog signal posts which 

are erected at all stations in rear of (i.e. outside) the First Stop Signal. 
 

(iii) Each Fog Signalman on reaching the fog signal post must at once 

place and secure on the rails two fog signals (patakha) about 10 metres 

from each other, one being opposite and on the rail next to the fog signal 

post and the other beyond it and in the direction from which the incoming 

train would come. 
 

(iv) He will then station himself 45 metres behind the fog signal post (see 

diagram under S. R.3.61). 
 

(v) The Station Master on duty must see that Fog Signalmen are not kept on 

duty at fog signal posts for more than 3 hours at a stretch. 
 

(vi)Fog Signalmen must never leave their posts until relieved by another 

trained Fog Signalman, except when he has to report to the Cabinman or 

the Station Master in compliance with S.R.3.61. 
 

(vii) A Fog Signalman must never sleep whilst on duty at the fog signal post. 

He must realize that the lives of many people depend on his alertness and 

devotion to duty. 
 

(viii) If a train is approaching at the time a fog Signalman is being relieved 

at fog signal post, both men will allow that train to pass; and explode the 

detonating (fog) signals already placed and secured on the line. As soon 

as the train has passed, or if no train is approaching, the Fog Signalman 

who is being relieved, will pick up the last two detonators (fog) signals he 

had placed on the line and take them with any unexploded detonators or 

exploded cases he has, back to the station. The Fog Signalman coming on 

duty will place two fresh detonators on to the line as laid down in 

paragraph(3) of these instructions. 

1.04. Exception for Branch Lines.- On branch lines on Sections, on 

which traffic is light, the Station Master on  duty may, under “special 

instructions”, send a Fog Signalman out to the fog signal post for reception 

of each individual train. This procedure will onl
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1.05. y be permitted if it is provided for in the Station Working Rules and 

in accordance with Subsidiary Rule 3.61. 
 

1.05 Method of Securing.- Detonating(fog) signals shall be placed on the 

line with the label or brand upwards, and shall be secured by bending the 

clamp round the head of the rail. 
 

1.06 Placing Detonating( fog ) Signals on a mixed  gauge.-Where the use 

of detonators is necessary  under these  rules on a mixed gauge, 

detonators shall be placed on one rail of each gauge, or on the rail 

common to both.  
 

Examples- 
 

(a)Where one rail is common to both gauges. 
 

                                           A                        10 METRES                          A 

  (1)             
 

  (2) 

 

  (3) 

 

(1) Rail common to broad Gauge and Metre Gauge. 

(2) Metre Gauge rail.  

(3) Second Broad Gauge rail.  

 

                    Where there is no rail common to the two gauges.  

                                           A                        10 METRES              A 

                                           [1] 

                                    B     [2]              10 METRES                B  

 

                   [3]   

                 [4] 
 

1 and 4. Two Broad Gauge rails 
 

                                      2 and 3. Two Metre Gauge rails 
 

[c] In case (a) the detonator(fog) signal will be placed at A ---A. 
 

Note.- The detonating(fog) signals must always be placed on the rail 

common to both gauges, irrespective of whether  it is nearest to the fog 

signal post, or not. 
 

(d) In case (b) the detonating (fog) signals must be placed at        

A-------------A and B------------------B. 
 

1.07. Renewal of Detonating(fog) signals.- On both double and single lines, 

detonating(fog) signals shall be placed on the rails for  each train and shall 

be renewed each time passes over  them.  
 

1.08. Hand signals.- (i) The Fog Signalman shall always carry alighted hand 

signal lamp in foggy or  tempestuous whether  or in a dust, storm impairing 

visibility.  
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(ii) If the Fog Signalman is aware of any obstruction on the line, he shall 

show a “danger” hand signal to an approaching train. Under no other 

circumstances shall a Fog Signalman show a hand signal to the Loco Pilot 

of an approaching train, but on single line sections, for a train leaving a 

station, the Fog Signalman shall show a “proceed” (green) hand signal  to 

the Loco Pilot.    
 

1.09. Acknowledgement of Rules.- The Station Master must obtain the 

signature or thumb impression of Fog Signalmen in the “Station Detonator 

Register” as an acknowledgement that they know and understand the rules 

for fog signalling of trains. 
 

1.10. Record of Detonating(fog) Signals and exploded cases.-(i) The Station 

Master on duty shall be responsible for ensuring that  the Fog Signalmen, 

before going out on duty to the fog signal posts, count the number of 

detonating(fog) signals issued to them. This number will be entered in the 

“Station Detonator Register” in Form Appendix B and the Station Master on 

duty and the Fog Signalman shall jointly sign this entry. 
 

(ii) As each train has passed over the detonating(fog) signals placed for it,  

the Fog Signalman will collect the exploded case(not omitting the cases of 

detonators which have failed to explode) and when his period of duty is 

over, or when he is recalled on the weather clearing up, he shall bring all 

the used detonators and any unused detonators he still has, and make 

them over to the Station Master on duty. The Station Master on duty must 

enter in the “Station Detonator Register” in Form Appendix B, the number of 

used detonators and unused detonators, and both the Station Master and 

Fog Signalman will sign against this entry. If the Fog Signalman is illiterate, 

the Station Master will take his thumb impression. 
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1. FOG SIGNALMEN 

 

Your Duties at Stations during Thick or Foggy   Weather, or                                 

in Dust-Storms impairing Visibility 

 
1.01 See that you are given 20 fog signals before you are sent out to fog signal post. 

 

1.02 On reaching the fog signal post you will at once place and secure on the rails 

two fog signals about 10 meters from each other one being opposite and on 

the rail next to the fog signal post and the other beyond it on the same rail. 

 

1.03 You will then stand 45 metres  behind the fog signal post.  

 

1.04 You should place two fresh fog signals on the rail, immediately a train has 

passed over the two placed before, and collect the cases which the train has 

passed over. 

 

1.05 You must never leave your post until relieved by another trained Fog 

Signalman.  

 

1.06 You must never sleep whilst on duty at the fog  signal post. You must realize 

that  the lives of many people depend on your alertness and devotion to 

duty. 

 

1.07 If a train is approaching at the time your relief arrives, wait till the train has 

passed before you make over charge to your relief.  

 

1.08 You must always carry a lighted hand signal lamp in foggy or tempestuous 

weather or in a dust storm. 

 

1.09 Should you be aware of any obstruction on the line, you must show a “stop” 

(danger) hand signal to any approaching train. Under no other circumstances 

shall you show a hand signal to the Loco Pilot of an approaching train but on  

single line sections, for a train leaving a station you shall show a 

“proceed”(green) hand signal to the Loco Pilot. 

 

1.10 You should count the fog signals made over to you before you go to a fog 

signal post. When relieved you should bring back all unused fog signals and the 

cases of those which have been exploded (not omitting the cases of detonators 

which have failed to explode) and make them over to the Station Master on duty. 

Remember to pick up the last two fog signals which were on the rails at the time 

you were relieved. 

 

Both the Station Master on duty and you will sign (or put your thumb impression) in 

the “Station Detonator Register” for the number of fog signals taken out and 

brought back from the fog signal post. 
 

1.11 Where Broad and Metre Gauge rails are mixed, fog signal shall be placed on 

one rail of each gauge, or on the rail common to both. The Station Master on duty 

will explain to you how to place the fog signals where the gauges are mixed.  
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APPENDIX ‘C’   PART - I 

 
The following Rules of the General and Subsidiary Rules apply particularly to the 

Station Masters and Assistant Station Masters – 

 

Chapter                    General Rules                          Subsidiary Rules 

I.  Preliminary             Entire Chapter  All SRs under this Chapter. 

II. Rules applying to    Ditto  Ditto 

 Railway Servants 

 Generally. 

III. Signals  Ditto  Ditto 

IV .Working of Trains  Ditto  Ditto  

 Generally  

V.           Control and Working           Ditto  Ditto 

 of Stations.  

VI. Accidents and   Ditto  Ditto 

 Unusual Occurrences 

VII.  System of Working  Ditto  Ditto 

VIII .The Absolute Block  Ditto  Ditto 

 System 

IX. The  Automatic Block  Ditto  Ditto 

System 

X. The Following Train  Ditto  Ditto 

System 

XI. The Pilot Guard   Ditto  Ditto 

System 

XII. The Train-Staff &   Ditto  Ditto 

Ticket System. 

XIII. The One Train   Ditto  Ditto 

Only System. 

XIV. Block Working  Ditto  Ditto 

XV. Permanent Way  Entire Chapter except All SRs pertaining to 

and Works  Rule Nos. 15.01 to  the Rules. 

15.04 & 15.11 to  

15.14. 

XVI. Level Crossings  Entire Chapter  All SRs under this Chapter 

XVII. Working of Trains on  Ditto  Ditto 

Electrified Sections 

of Railways. 

XVIII.  Miscellaneous  Ditto  Ditto 
 

All Appendices from ‘A’  to  ‘E’  --  Complete 
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APPENDIX ‘C’   PART - I I 

 
The following Rules of the General and Subsidiary Rules apply particularly to the 

Guards - 

 

Chapter     General Rules         Subsidiary Rules  

 

       I.    Preliminary    Entire Chapter    All SRs under this Chapter. 

II.   Rules applying to   Ditto  Ditto 

             Railway Servants 

            Generally. 

III.  Signals  Ditto  Ditto 

IV. Working of Trains  Entire Chapter except       SRs pertaining to the 
 

           Generally  4.38, 4.40, 4.41, 4.52              Rules. 

                                                  4.53, 4.55, 4.58, 4.61, 4.66   

V.   Control and Working Entire Chapter except  Ditto 

               of Stations. Rule Nos. 5.01 to 5.08  

VI.    Accidents and  Entire Chapter  All SRs under this  

             Unusual Occurrences    Chapter. 

VII.    System of Working  Ditto  Ditto 

VIII.   The Absolute Block  Ditto  Ditto 

System 

IX.     The  Automatic Block  Ditto  Ditto 

System 

X.     The Following Train  Ditto  Ditto 

System 

XI.     The Pilot Guard   Ditto  Ditto 

System 

XII.    The Train-Staff &   Ditto  Ditto 

Ticket System. 

XIII.    The One Train   Ditto  Ditto 

Only System. 

XIV.   Block Working           Rule Nos. 14.08, 14.17,                 SRs pertaining to the  

14.23, 14.25.  Rules. 

XV.    Permanent Way  Rule Nos. 15.09, 15.10, 15.18  Ditto 

                and Works 15.19, 15.23, 15.26, 15.27 

XVI.   Level Crossing 16.07, 16.08, 16.11      Ditto 

XVII.  Working of Trains on Entire Chapter All SRs under this  

                 Electrified Sections     Chapter. 

of Railways. 

Appendices A, B, C – II, D and  E – Complete 
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APPENDIX ‘C’   PART - I I I 

 
The following Rules of the General and Subsidiary Rules apply particularly to the 

Cabinmaster - 

 

Chapter               General Rules                  Subsidiary Rules  

 

I.       Preliminary                    Entire Chapter                 All SRs under this Chapter. 

 

II.       Rules applying to  Ditto  Ditto 

                Railway Servants 

               Generally. 

III.     Signals                          Entire Chapter except       SRs pertaining to the 

3.04(2), 3.25, 3.26, 3.35 Rules. 

3.55, 3.78, 3.84. 

IV.    Working of Trains Rule Nos. 4.01, 4.02, 4.05, Ditto 

               Generally 4.06, 4.10, 4.12, 4.13, 4.14, 

4.15, 4.16, 4.17, 4.23, 4.28,  

4.29, 4.35, 4.37, 4.39, 4.44, 

4.50, 4.56, 4.58, 4.62, 4.64.  

V.   Control and Working Entire Chapter. All SRs under this  

of Stations.   Chapter. 

VI.   Accidents and  Ditto     Ditto                                                    

Unusual Occurrences             

VII.   System of Working Ditto     Ditto 

VIII.  The Absolute Block            Entire Chapter    Ditto 

System 

IX.    The  Automatic Block  Ditto                                            Ditto 

System 

XIV.   Block Working    Ditto     Ditto 

XV.     Permanent Way   15.08, 15.09, 15.16, 15.18,  SRs pertaining to the  

           and Works                         15.24, 15.25, 15.27. Rules 

XVII.    Working of Trains on  17.02, 17.04, 17.05, 17.08      Ditto  

Electrified Sections     

of Railways. 
 

 

Appendix “A”  Complete 

                 “B”  Ditto 

                 “B(1)  Ditto 

                 “D” &           Ditto 

                  “E”  Ditto 
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APPENDIX ‘C’   PART - IV 

 
The following Rules of the General and Subsidiary Rules apply particularly to the 

Cabinman/Leverman, Pointsman, Shunting Staff.  

 

Chapter                        General Rules                                  Subsidiary Rules

  

 

I. Preliminary                            Entire Chapter except          All SRs under the Rules

        1.02[13],1.02[25],1.02[2 

II. Rules applying to                      Entire Chapter                    All SRs under this Chapter. 

          Railway Servants 

          Generally. 

III.  Signals                                 Entire Chapter except     SRs pertaining to the Rules.                           

3.19, 3.21, 3.22, 3.25, 3.26 

                                                           3.30, 3.33, 3.64, 3.68, 3.74, 

                                                           3.76, 3.78, 3.81, 3.82, 3.84 . 

IV. Working of Trains        4.10, 4.13, 4.15, 4.16, 4.17,  Ditto  

           Generally        4.26, 4.42.  

V. Control and Working    Entire Chapter All SRs under this Chapter.            

of Stations.  

VI. Accidents and  6.10, 6.11 SRs pertaining to the   Rules              

Unusual Occurrences    

XVI. Block Working 14.11               Ditto 

XVII. Working of Trains on 17.02, 17.05, 17.08  Ditto                        

Electrified Sections 

of Railways. 

 

Appendix ‘B’ – Station Detonator Register. 

 

Appendix ‘B’ [1]  - Supply and use of detonating [Fog] signals at stations.  
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APPENDIX ‘C’   PART – V. 

 

The following Rules of the General and Subsidiary Rules apply particularly to the 

Loco Running Staff -  

Chapter               General Rules                            Subsidiary Rules  

I.         Preliminary Entire Chapter                    All SRs under this Chapter. 

II.      Rules applying to   Ditto  Ditto 

               Railway Servants 

              Generally. 

III.     Signals  Ditto  Ditto 

IV. Working of Trains     Entire Chapter except        SRs pertaining to the Rules.  

Generally  4.17, 4.28,  4.34,  

                                                    4.37, 4.43, 4.54,   

                                                    4.56, 4.60, 4.66. 

V.  Control and Working   Entire Chapter          All SRs under this Chapter      

of Stations.  

VI.   Accidents and   Ditto  Ditto 

             Unusual Occurrences 

VII.   System of Working  Ditto  Ditto 

VIII.   The Absolute Block  Ditto  Ditto 

                System 

IX.    The  Automatic Block  Ditto  Ditto 

System 

X.   The Following Train  Ditto  Ditto 

System 

XI.   The Pilot Guard   Ditto  Ditto 

System 

XII.  The Train-Staff &   Ditto  Ditto 

Ticket System. 

XIII.  The One Train   Ditto  Ditto 

Only System. 

XIV.  Block Working 14.01, 14.08, 14.09 SRs pertaining to the Rules

 14.25 

XV.   Permanent Way  15.08, 15.09  Ditto 

and Works                                          

XVI.  Level Crossing 16.07 & 16.08   Ditto 

XVII.  Working of Trains on   Entire Chapter    All SRs under this Chapter 

Electrified Sections 

                 of Railways. 

XVIII. Miscellaneous           Ditto               Ditto 

  

Appendix A 

“ B 

“ B[I] 

“ C[V]        Complete 

“ E 
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APPENDIX ‘C’   PART – VI. 
 

The following Rules of the General and Subsidiary Rules apply particularly to the 

Signalling Staff -   

 

Chapter            General Rules                           Subsidiary Rules 

  

I.   Preliminary                   Entire Chapter                          All SRs under this Chapter. 

II.  Rules applying to  Ditto  Ditto 

           Railway Servants 

           Generally. 

III.  Signals Ditto  Ditto 

IV. Working of Trains 4.10, 4.11            SRs pertaining to the Rules.                                     

Generally,                                  

V.  Control and Working Entire Chapter                All SRs under this Chapter                 

of Stations.  

VI.  Accidents and  6.01, 6.02, 6.10                       SRs pertaining to the Rules 

            Unusual Occurrences 

VII. System of Working Entire Chapter All SRs under this Chapter   

VIII. The Absolute Block  Ditto  Ditto 

System 

IX.  The  Automatic Block  Ditto  Ditto 

             System 

X. The Following Train  Ditto  Ditto 

System 

XI. The Pilot Guard   Ditto  Ditto 

System 

XII. The Train-Staff &   Ditto  Ditto 

Ticket System. 

XIII. The One Train   Ditto  Ditto 

Only System. 

XIV. Block Working  Ditto  Ditto 

XV. Permanent Way   Ditto All SRs pertaining to the               

and Works   Rules                                      

XVII.  Working of Trains on 17.02, 17.04, 17.05,  Ditto                                                                                         

Electrified Sections 17.06 

                of Railways. 

                Appendix A 

“ B 

“ B[1] 

“ C[VI]       Complete 

“ E 
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APPENDIX ‘C’   PART – VII . 
 

The following Rules of the General and Subsidiary Rules apply particularly to the 

Engineering Staff -  

 

Chapter               General Rules           Subsidiary Rules  

 

I.  Preliminary       1.01, 1.02[2], 1.02[4],    SRs pertaining to the Rules  

                          1.02[10], 1.02[17],  

                                             1.02[21]. 1.02[29] 

                                             1.02[38], 1.02[39] 

                                             1.02[42], 1.02[43], 

                                             1.02[47], 1.02[51], 

                                             1.02[52], 1.02[54] 

and 1.03 

II. Rules applying to              Entire Chapter            SRs under this Chapter           

Railway Servants 

     Generally. 

III. Signals                         3.34, 3.35, 3.51, 3.57,       SRs pertaining to the Rules 

                                                3.59 to 3.64, 3.77.  

IV. Working of Trains          4.27, 4.29, 4.31, 4.50  Ditto                                            

Generally                      4.62, 4.63 

V.  Control and Working  5.08, 5.17                                                       Ditto              

       of Stations.  

VI. Accidents and             6.01, 6.02, 6.10  Ditto 

           Unusual Occurrences 

XV. Permanent Way          Entire Chapter All SRs under this Chapter 

and Works        

XVI.  Level Crossing           Ditto                Ditto 

XVII.  Working of Trains on 17.02, 17.04, 17.05, 17.06,   SRs pertaining to the             

Electrified Sections 17.09   Rules 

               of Railways. 

                Appendix  A ...   Caution Order  Complete 

“    B ...  Station Detonator  “ 

Register 

“  B[I] ... Supply and use of   “ 

Detonating [Fog] 

Signals 

“    C         Ditto  “ 

Part  VII 

“     D ...         Ditto  “ 
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APPENDIX ‘C’   PART – VIII. 
 

The following Rules of the General and Subsidiary Rules apply particularly to the 

staff in the Electrical  Department, Viz. -  

 

1] Operating Staff i.e. Loco Pilots, Assistant Loco Pilots and Motormen. 

2] Traction Power Distribution Staff. 

3] Traction Rolling Stock Maintenance Staff. 

4] General Services including Train Lighting Staff.   

 

Chapter         General Rules           Subsidiary Rules  

 

I. Preliminary                               For Staff under item     All SRs under this Chapter. 

                                                         [1] Entire Chapter 

II.   Rules applying to             Entire Chapter for staff      Ditto 

            Railway Servants            under items 1 to 4 

           Generally. 

III.  Signals    For Staff under item 1,                SRs pertaining to the Rules.  

                                                Entire Chapter, except 

                                                3.49 & 3.51  

IV.  Working of Trains    For staff under  item 1,                        Ditto                    

 Generally     Entire Chapter except 

                                                 4.17, 4.28, 4.31, 4.34,                                                       

4.37,4.56, 4.60. 

                                                 For staff under item 4,  

                                                 Rule Nos. 4.14, 4.15 &  

                                                 4.16  

V. Control and Working For staff under item 1, 2,          Ditto  

     of Stations. 3 & 4. Entire Chapter 

except 5.04, 5.22, 5.23  

VI. Accidents and  For staff under item 1,                    Ditto  

Unusual Occurrences Entire Chapter except  

6.01 & 6.11 

VII. System of Working            For staff under item 1 All SRs under this Chapter                                                    

 Entire Chapter.   

 VIII. The Absolute Block  Ditto              Ditto 

System 

IX.   The  Automatic Block  Ditto           Ditto 

System 

X.   The Following Train  Ditto           Ditto 

System 

XI.  The Pilot Guard   Ditto           Ditto 

System 

XII. The Train-Staff &  For staff under item 1,   All SRs under this Chapter        

Ticket System. Entire Chapter.  

XIII. The One Train   Ditto            Ditto 

              Only System. 

XIV. Block Working              For staff under item 1,                 SRs pertaining to the Rules

    Rules Nos.                               

                                                    14.01, 14.02, 

                                                    14.08, 14.09, 14.22, 

                                                    14.23, 14.24, 14.25. 

 

 



 

284 

 

XV. Permanent Way  For staff under item 1.                           Ditto   

      and Works Rule Nos. 15.08, 15.09. 

                                                 For staff under item 2.     All SRs under this Chapter 

                                                 Entire Chapter                                  

XVI. Level Crossing For staff under item 1.            SRs pertaining to the Rules. 

                                                 16.03, 16.07, 16.08, 16.11 

XVII. Working of Trains on   For staff under item 1.                     Ditto                 

Electrified Sections    Entire Chapter except 

                  of Railways.            17.03 & 17.06 

                                                  Staff under item 2 & 3.  All SRs under this Chapter 

                                                  Entire Chapter. 

                                                     Staff under item 4                    SRs pertaining to the Rules. 

                                                 except 17.03, 17.06,  

                                                 17.07, 17.08. 

 

For staff under item 1.    Appendix A 

“ B 

“ B[1] 

“ C[VIII] 

“ D 

“ E  

 

For staff under 2 and 3 Appendix A 

“ B 

“ B[1] 

“ C[VIII] 

“ E 

 

For staff under item 4 Appendix C[VIII] 
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APPENDIX ‘D’ - I 
 

List of Standardisation of Operating Forms  
 

S.No.  Description Form No.  Font 

Colour 

1. Telecommunication 

Disconnection/Reconnection 

Notice 

S&TDN 

[T/351] 

Black 

2.  Advance Authority to Pass 

Defective Signals 

T/369(1) Blue 

 

3.  Authority to Pass Signals in 

‘ON’ or Defective Position 

T/369-3b Blue 

 

4.  Caution Order` T/409  

5.  ‘NIL’ Caution Order T/A 409  

6.  Reminder Caution Order T/B 409 Green 

7.  Train Examination 

Advise/Report 

T/431 Black 

 

8. Authority to Receive a Train on 

a Obstructed Line 

T/509 Blue 

 

9.  Authority to Start from a Non 

Signalled Line 

T/511 Blue 

 

10. Authority to Start from a Line 

with Common Starter Signal 

T/512 Blue 

11. Authority to proceed for Relief 

Engine/Train into an Occupied 

Block Section 

T/A 602 Red 

12. Authority for Opening 

Communication during Total 

Interruption of Communication 

on Single Line Section 

T/B 602 Red 

13.  Authority for Working of Trains 

during Total Interruption of 

Communication on Double 

Line Section 
 

T/C 602 Red 

14. Authority for Temporary Single 

Line Working on Double Line 

Section 

T/D 602 Red 

15. Line Clear Enquiry Message 

asking Line Clear for Despatch 

of Trains during Total Failure of 

Communication on Single Line 

Section. 

T/E 602 Red 

 

16. Conditional Line Clear 

Message 

T/F 602 Red 

17. 

 

Conditional Line Clear 

Ticket[Up] 

T/G 602 Red 
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18. Conditional Line Clear Ticket 

[Down] 

T/H 602 Red 

19. Message on Restoration T/I 602 Black 

20. Written Permission by Guard to 

Loco Pilot to Proceed to next 

Station from Mid Section  

T/609 Blue 

21. Shunting Order T/806 Blue 

22. Authority to Pass 

Automatic/Semi 

Automatic/Manually Operated 

/Gate Signals 

T/A 912 Blue 

23. Authority to Proceed without 

Line Clear on Automatic Block 

Signalling Territory 

T/B 912 Red 

24. Authority to Proceed for Relief 

Engine/Train into an Automatic 

Block Signalling Section 

T/C 912 Red 

25. Authority to Proceed on 

Automatic Block System during 

prolong failure of Signals 

T/D 912 Blue 

26. Train Intact Arrival Register  T/1410 Black 

27. Line Clear Enquiry Message 

(Outward/Inward) 

T/A 1425 Black 

28. Paper Line Clear Ticket (Dn.) T/B 1425 Blue 

29. Paper Line Clear Ticket (Up) T/C 1425 Blue 

30. Trolley/Lorry/OHE Ladder Trolley 

Notice 

T/1518 Black 

31. Motor Trolley Permit T/1525 Blue 
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                                               Appendix-D-2 
 

Proforma of forms to be used for Engineering  Block  
Record Appendix-D   Foil No.2 Foil No.1 

 
EASTERN  RAILWAY   

   (Engineering Deptt.)    ER-4   
……………………………………..           

EASTERN  RAILWAY    
  (Engineering Deptt.)    ER-4   

…………………………………………..           

EASTERN  RAILWAY    
   (Engineering Deptt.)    ER-4      

…………………………………………       
Counterfoil and form of acknowledgement of 

SM     
Form for cancellation of block within  station 

limits     
Form for imposition of block within 

station limit 
No..........        Date.................Time No..........        Date.................Time No..........        Date.................Time 

Counter Foil 
To  
The S.M 

           ................... 
Block is imposed within the station.......on  

Up/Dn. main or yard line No.....from Km....to   
Km.....  from...... hrs. to .......hrs. on date...  

                                                    
                                  AEN/SSE/SE/JE(P.Way) 
…………………………………………………….. 

Block Removal Advice 
TO 

The Station Master 
on duty at ................. 

 

Block Imposition Advice 
 
 
 
 
 
 

 

Acknowledgement of S.M for Foil No. 1 
To the AEN(PWI) 

 
Receipt of your block imposition advice No. 

Dated…is hereby acknowledged Block on Up/Dn 
main or yard line No….within station limits is 
hereby granted from …..hrs.  to …….hrs. All 
concerned have been duly advised;.  

Date..................Time............. SM on duty  ( Nature of work ) 
                             (Office Seal) 

……………………………………………………………… 

Please note that block imposed  
within the station............     

On Up/Dn main or yard line  
 

No……from Km……to Km…… 
Is hereby removed..    

       
    Date..................Time.............  

 

          
 

To 
The  Station Master 
On duty at ………… 

 
Within the Station…… 

Up/Dn main or yard line No…… 
from Km…….to Km…..will remain blocked 

from ……hrs. 
for………… 

 

 

Acknowledgement of S.M. for Foil No. 2 
To the AEN/PWI.............................................. 

Receipt of your block removal advice No.......... 
dt.......for the block imposed vide advice No...... 

dt....... is hereby acknowledged 
 

                                                              SM on duty 
Date.................Time.....................     (Office Seal) 

          
Please acknowledge 

  ( Nature of work ) 
             
 

              AEN/SSE/SE/JE(P.Way)        
                (Office Seal) 

(Nature of work) 
 
 

Please acknowledge and advise  
all concerned 

               AEN/SSE/SE/JE(P.Way) 
               (Office Seal) 

Proforma of forms to be used for Engineering  Block 
 

Record                         Foil No.2 Foil No.1 

 
          EASTERN  RAILWAY   

   (Engineering Deptt.)    ER-4A  
……………………………………..           

EASTERN  RAILWAY 
(Engineering Deptt.)    ER-4 

…………………………………………..           

EASTERN  RAILWAY 
(Engineering Deptt.)    ER-4A 

…………………………………………       
Counterfoil and form of acknowledgement of SM     Form for cancellation of block outside station limits     Form for imposition of block outside station 

limits 
No..........        Date.................Time No..........        Date.................Time No..........        Date.................Time 

Counter Foil 
To  
The S.M 
................... 

Block is imposed on the section between 
station.......and station…..at Km…..to  ……Km 
on Up/Dn. line from ……hrs to……………hrs, 
on date…………..  

                                                                                                                           
AENSSE/SE/JE(P.Way) 

                                                        …………….. 

Block Removal Advice 
TO 

The Station Master 
on duty at ................. 

 

Block Imposition Advice 
 
 

TO 
The Station Master 

on duty at ................. 
 
 
 
 

 
Acknowledgement of S.M for Foil No. 1 

To the AEN(PWI) …………………………………. 
 

Receipt of your block imposition advice 
No………… 

Dated…is hereby acknowledged Block on Up/Dn 
line between …………….(Stn.) and .......(Stn.) 

between Km………to Km ……….from 
………..hrs…to …….hrs………….is granted. All 

concerned have been duly advised. 
 

.Date..................Time............. SM on duty 
  

                             (Office Seal) 
……………………………………………………………… 

Please note that block imposed on 
Up/Dn  line between ……………..(Stn)and ……… 
at Km…………to Km………… is hereby removed.   

       
    Date..................Time.............  

 
          

 
 

                 Please acknowledge 

 

The section between ……(Stn.) and …….(Stn.) 
at Km ……………to Km……………….. 

on Up/Dn, line .will remain blocked from …… 
.hrs…….…to……hrs. 

On date ………….for …………. 
………………………………….. 

…………………….(nature or work) 
Please acknowledge and advice  

all concerned. 

Acknowledgement of S.M. for Foil No. 2 
To the AEN/PWI.............................................. 

Receipt of your block removal advice No.......... 
dt.......for the block imposed vide advice No...... 

dt....... is hereby acknowledged 
 

                                                              SM on duty 
Date.................Time.....................     (Office Seal) 

          
  ( Nature of work ) 

             
 

                                         AEN/SSE/SE/JE(P.Way)                                                 
(Office Seal) 

 
Please acknowledge and advise  

all concerned 
               

                    AEN/SSE/SE/JE(P.Way) 
                           (Office Seal) 
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Proforma of forms to be used for Engineering  Block 

Record      

             Foil No.2.        Foil No.1 
 

EASTERN  RAILWAY                             EASTERN  RAILWAY                       EASTERN  RAILWAY 
 

(Engineering Deptt.)    ER-5                                       (Engineering Deptt.) ER-5                                (Engineering Deptt.) ER-5      
..........................................                                        …………................ 
Counterfoil and form of acknowledgement of SM   Form for removal of restriction                   Form for imposition of  restriction 

 
No............. Date...........Time..........        No..........Dt........Time...                                   No.........Dt.......Time..... 
Counter Foil 
To the S.M................................................              Restriction Removal Advice                    Restriction Imposition Advice 
Owing to .........................................the       To                                                                   To 
speed of all trains must be restricted as             SM............................                                     SM........................………….. 
indicated   below on Up/Dn  line between          Reference Restriction Notice                         Owing to .............. ……………                         
....station and...... station until No............. Date                                           .......................…………….. 
further advice -   

         1....Km. PH from Kms......to Kms.......  

         2....Km. PH from Kms......to Kms.......  

        3. ....Km. PH from Kms......to Kms......    Engineering restriction/restrictions of    
         4. ....Km. PH from Kms......to Kms.......                the speed of all trains must be  
             restricted as indicated below on 

      1. ....Km. PH from Kms......to Kms.....      Up/Dn. lines...................... 
Temporary  engineering signals have been duly    2. ....Km. PH from Kms......to Kms....        between...….............(Stn.) 
exhibited Caution Orders must be issued to       3......Km. PH from Kms......to Kms....     .   and ..........................(Stn.) 
Loco Pilot of all trains accordingly.      4......Km. PH from Kms......to Kms 

                                               Signature of  
                     SEN/SSE/SE/JE (P.Way...................  

Noted and acknowledged.  until further advice – 
Signature of S.M......................................  as per Restriction Notice above on  1. Km. PH..from Kms... to Kms....   
Station Stamp........... Date.........Time........   Up/Dn. lines 2. Km. PH..from Kms... to Kms....   
Restriction removal advice between .......................... ( Stn.) 3. Km. PH..from Kms... to Kms....   
No............... Date...................Time.......... and ..............(Stn.) is removed. 4. Km. PH..from Kms... to Kms....    
Advice of removal of the above restriction/ Date.......................Time.............. 
restrictions of       Temporoary engindeering signals 
1. Km. PH...........Kms............to Kms...........   Please acknowledge receipt. have been duly exhibited . Caution 
2. Km. PH...........Kms............to Kms...........    Orders must be issued to Loco Pilots 
3. Km. PH...........Kms............to Kms.........  of all trains accordingly. 
4. Km. PH...........Kms............to Kms........                       
Imposed vide No....Dated.... is noted and.  
acknowledged       Signature of                                                Signature of 
                                                                                   SEN/SSE/SE/JE (P.Way)                         SEN/SSE/SE/JE(P.Way) 

    
Signature of SM...........Date........... Time................... 

(Station Seal) 
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                             Proforma of forms to be used for TR-D  Block 
 

Record                     Foil No. 2                                                        Foil No.1 
 
EASTERN RAILWAY                             EASTERN RAILWAY                              EASTERN RAILWAY 
(ELEC.-TR-D-DEPOT)   E-TR-D-1                             (ELEC.-TR-D-DEPOT)   E-TR-D-1                (ELEC.-TR-D-DEPOT)  E-TR--1 

 
Counterfoil form of acknowledgement of SM                        Form for cancellation of block          Form for imposition of block                                                                           
No..................Date...........Time..........................                  outside station limits. outside station limits. 
                        Counterfoil                                                             No.....Date.........Time............. 
To                                                             Block imposition Advice. 
The SM................................................                No.........Date............Time................. To 
(a) Traffic Block is imposed on the section between            Block Removal Advice The Station Master 
station.........and station ................at Km...........to  on duty at ....................... 
Km........on Up/Dn. Line from .........hrs. ..................... To   Traffic Block 
to.............hrs. on date..............       The Station Master 
                                                   ELEC/LM/Fitter         on duty at............................ The section between ...(Stn.) 
(b) Power Block is imposed on the section between   and .....(Stn.) at Km............ 
station........and station......on elementary  to Km..........on  Up/Dn. Line 
section............ on Up/Dn. Line from .......hrs.......            Please note tht Power and Traffic  will remain traffic  blocked   
to................hrs. on date.......................            Block imposed on Up/Dn. line between from ........... hrs. to .......... 
ELC/LM/Fitter                                                           ..........(Stn.) and .........(Stn.) at Km.  hrs. on date........... 
Acknowledgement of SM for Foil No. 1 ......... to Km...... and Power Block on  for .................................. 
                                                                                          Elementary section......... is hereby            ( Nature of works) 
                                                                                          removed 
 
To                          ...................................... 
The ELC/LM/Fitter............................             ...................................... 
Receipt of your Power and Traffic block imposition   
advice No..........dated.........is hereby acknowledged  
Traffic Block  on ..........Up/Dn. line between........... 
(Stn.) and ......(Stn.) between Km. ........to Km. .......      Power Block 
from......hrs. to ...........hrs.........is granted. 
Power Block on .........UP/Dn. Line between .....(Stn.)        Please acknowledge The station between............... 
and (Stn.)..........on Elementary section from ........hrs.  (Stn.) and .................(Stn.) on  
on...................hrs.  is granted.  elementary section on Up/Dn.  
All concerned have been duly advised.  Main Line will remain power  
Date..................Time......................  blocked from ......hrs..to.....hrs. 
                                                                                                                                                             on date.............for................. 

SM on Duty 
(Office Seal )       ELC/LM/Fitter               ............................................. 

 
 
Acknowledgement of SM for Foil No. 2                                                      ............................................ 
To                                                        
The ELEC/LM/Fitter.................................... 
Receipt of your power and traffic block removal advice  (Nature of works) 
No.................dated............is hereby acknowledged.  Please  acknowledge and advice 
Date......................Time........................  all concerned. 

SM on Duty  ELC/LM/Fitter 
(Office Seal) 
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                   Proforma of forms to be used for TR-D  Block 
 

Record  
                                                          Foil No. 2 

            
EASTERN RAILWAY          EASTERN RAILWAY                                     EASTERN RAILWAY 
(ELEC.-TR-D-DEPTT.) E-TR-D-2                    (ELEC.-TR-D-Deptt.) E-TR-D-2                              (ELEC.-TR-D-Deptt.)    E-TR-D-2 

     
Counterfoil and form of acknowledgement of SM/AYM Form for cancellation of block       Form for imposition of block 
No..................Date................Time.......................... within  station limits.                                   within station limits. 

Counterfoil                                                           No.......Date...........Time........... 
     Block imposition Advice. 
To 
The SM/AYM.........................................          No............Date...........Time..........    To 
(a) Traffic Block is imposed  within station....................       Block Removal Advice                     The SM/YM 
on Up/Dn. Main or Yard line No. ..........from Km...........    on duty at ....................... 
to Km............... from ....................hrs. .....................       To  Within Station            
to..........................hrs. on date..................................      The SM/YM  Traffic  Block 

ELEC/LM/Fitter            on duty at........................                 Up/Dn. Main or Yard Line No. 
(b) Power Block is imposed within the station.............    ..........from Km.................... 
on Up/Dn. Main or yard lineNo.................on Elementary    to Km.................................       
section No................... from .................................hr. Please note that :    will remain 
blocked   
to.....................................hrs. on date....................... (a)Traffic Block imposed 
within          from ........... hrs. to .............. 

ELC/LM/Fitter Stn…on  Up/Dn. Main or yard line     hrs. for ................................ 
Acknowledgement of SM for Foil No. 1 No…..from Km..........to Km........is     for ...................................... 
To  hereby removed.                                 .......................................... 
The ELC/LM/Fitter                                                                                                                                                                                              

.......................................... 
Receipt of your Power  Traffic block imposition (b) Power block imposed within Stn...      ( Nature of works) 
advice No..........dated.........is hereby acknowledged ........on Up/Dn. 
Main or yard line No.  
Traffic Block  on Up/Dn. Main or Yard line   No........ ................on 
Elementary Section No. 
within station limits is hereby  granted from  .......hrs. to  ................. is hereby removed. 
          Power Block 
.............hrs.. All concerned have been duly advised. 
Date....................Time...................    Up/Dn. Main or yard line 

SM/YM on duty       Please acknowledge. No............on Elementary  
(Seal )  Section No...........will remain 

Power Block on Up/Dn. Main or Yard line No................  blocked from...............hrs. to  
within station limit is hereby granted from ..............hrs.  ....................hrs. for ............ 
to............hrs. All concerned have been duly advised                                                              ........................................... 
Date...............Time.....................                                                              ........................................... 

SM/YM on Duty.                                                              ........................................... 
( Seal)   (Nature of works) 

Acknowledgement of SM for Foil No. 2 
To   The ELC/LM/Fitter...............................   Please acknowledge and advice 
Receipt of your Power and Traffic Block removal advice    all concerned.  
No.............date...............for the block imposed vide advice 
No. ...............dated...............is hereby acknowledged.                               ELC/LM/Fitter                               ELC/LM/Fitter          
Date...................Time..............                            (Office Seal)                                   (Office Seal) 

SM/YM on Duty 
(Seal)  
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Proforma of forms to be used for TR-D  Block 
Record  

Foil No. 2            
EASTERN RAILWAY                    EASTERN RAILWAY                                     EASTERN RAILWAY 
(Electrical  Department/TRD)     E-TR-D-3                (Electrical  Department/TRD)                    (Electrical  Department/TRD)      

 
Counterfoil and form of acknowledgement of S.M  Form of removal of restriction.                   Form for imposition  of restriction. 
No..................Date................Time.......................... No................Date............Time.............     No............Date...........Time...... 
                                 Counterfoil                                 Restriction Removal Advice                    Restriction Imposition Advice 
To 
SM................................................................         .To                                                                 To  ..................................                  
Owing to…………………………………………        SM............................................                   SM....................................                             
        Reference Restriction Notice                      Owing to ........................             
1. The speed of all Electric trains must be               No....................Date.....................   
restricted as indicated below on Up/Down lines.  (1) The speed of all Electric  
between .........station and .............station until        Elec. TRD restriction as per Restriction   Trains must be restricted as  
further advice.            Notice above on Up/Down lines between.   indicated below on Up/Dn.lines 

        ......Stn. and .........Stn. is removed.    between ........Stn.and ......Stn. 
           1)........Km.p.h. from Kms. .........to Kms....  
           2)......Km. p.h. from Kms. ........ to Kms....      Until further advice –  
2. Loco Pilots to lower the pantograph.          Please acknowledge receipt 

 
Caution orders must be issued to Loco Pilots of all                                                                                                                                       
Electric Trains accordingly.    1) ......................Km.p.h. from  

   Signature of   Km.............to Kms................ 
Signature of             ELC/LM/Fitter   2) ....................Km. P.H. from  
ELC/LM/Fitter                                                                 Kms.to.................Kms........... 

    Noted  and acknowledged.                                                            
(2) Loco Pilots to lower the      
pantograph  

 
Signature of SM..............................................   
(Station Stamp)         Caution orders must be  

    issued in Loco Pilots of all              
Electrical  Trains 

Date.............. Time....................  accordingly. 
Signature of SM                          Date............. 
(Seal)                                       Time........... 

 
Restriction removal advice                                                                     Signature of  

ELC/LM/Fitter 
No................Date..................Time............. 
Advice of removal of the above restriction  imposed vide  
No.................Date...............is noted and acknowledged. 

 
Signature of SM.........................        Date................... 
( Seal )                                                Time................. 
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APPENDIX ‘E’ 

 
(Authority : Board’s letter No.60-TT/V/29/15 dated 24th March 1964) 

 

A.Rules and Regulations  for working of trains during failure of the Automatic Block 

System(Supplement to General Rule 9.12). 
 

l.Failure of all signals likely to last for some time and cause serious delay when 

means of communications are available.  
 

In the event of failure of all signals occurring in an area consisting of two or more 

stations worked under Automatic Block System, the officials concerned of the 

Signalling and Telecommunication Department shall take immediate steps to 

inform all concerned, and the following procedure shall be adopted for train 

passing.- 
 

1.01.Before any train is allowed to enter the affected section it shall be brought to a 

stand and the Loco Pilot of the train advised of the circumstances by the Station 

Master and the Guard of the train advised through a copy of the “Authority to 

Proceed” ( T/D – 912 )as prescribed in Rule 1.05(a) below. Controller and the Station 

Master concerned ahead of the affected section shall also be informed.    
 

1.02. The Station Master on duty at the station in rear of the affected section shall 

obtain “Permission to Approach” for the train by one of the following means of 

communications viz.  
 

[a]Inter/cabin/Station Group telephone.  

[b]Control telephone.  

[c]  VHF set or  else as per special instruction. 

 

 1.03. The Station Master on duty at the station in advance shall not give 

such ‘Line Clear” unless – 

 

i. the whole of the last preceding train has arrived complete.  

 

ii. the line on which it is intended to receive the incoming train is clear 

at least 180 metres beyond the Platform Starter or the place at 

which the trains usually come to a stand; and 

 

iii. all points have been correctly set and all facing points locked for 

the admission of the train on the said line. 

 

1.04.(a) The Loco Pilot of the first train entering the affected section on 

“Authority to Proceed” (T/D-912), as prescribed in Rule1.05(a) below, shall 

proceed with  utmost caution and must not run at a speed exceeding 25 

kilometres per hour, under any circumstances subject to other speed 

restrictions in force. The Loco Pilot shall continue to look out for any 

obstruction until he reaches the station ahead. 

 

[b] After ensuring that the first train has arrived safely at the station ahead of 

the affected section, the Loco Pilots of all subsequent trains shall also 

proceed with great caution, subject to other speed restrictions in force and 

must continue to look out for any possible obstruction. 
 

1.05. The Station Master shall give the Loco Pilot/Motorman of each train – 
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An “Authority to Proceed” on prescribed form No. T/D-912 distinguishing 

number/numbers of Departure and Gate Signal/signals required to be 

passed shall also be indicated on this Authority, authorizing the Loco 

Pilot/Motorman to pass it/them. 
 

1.06.Before handing over the “Authority to Proceed” all the points, over 

which the train will pass, shall be correctly set and facing points locked., 

Whenever any power operated points have to be operated for diverting 

trains, these must  be released and operated locally under the written 

instructions of the Station Master on duty by the Signal Maintainer at stations 

where Signal Maintainers are provided. 
 

 1.07.When approaching the next station, the Loco Pilot shall bring his train 

to a stand opposite the first stop signal and sound one long whistle. The 

Station Master, after satisfying himself that all is safe, shall arrange for a man 

in uniform to pilot the train from this signal who shall obey hand signals, if 

any, relayed from the station platform. 
 

1.08.Clearance of the section by each train shall be intimated to the station 

in rear under a Private Number. 
 

 1.09.Train Register Book shall be brought into use and all entries regarding 

train working recorded therein. Controller shall be kept advised of all train 

movements taking place in the affected section if possible. 
 

1.10.As soon as signals are put right by the complete authority, normal 

working of trains on Automatic Block System may be resumed, after 

exchanging messages with Private Numbers by the Station Masters 

concerned, assuring that the section is clear. Controller’s permission, if 

possible, should be obtained before resumption of normal working. 
 

1.11.All records in connection with train working on this system shall be 

retained at the station and the Traffic/Transportation Inspector of the 

section must scrutinize them and submit his report to the Sr. DOM / DOM 

within seven days of the resumption of normal working. 
 

ll.Failure of all signals likely to last for sometime and cause serious delay when no 

means of communications are available. 
 

In the event of failure of all signals occurring in an area consisting of two or more 

stations worked under Automatic Block System and when trains cannot be worked 

by any of the following means, viz.- 
 

                           [a]Inter-Cabin/Station Group telephone.  

                           [b]Control telephone.  

[c]   VHF set or else as per special instruction. 
 

2.0   The following procedure shall be adopted for train passing-   
 

2.01. The movement of trains on the affected section shall be controlled by such 

stations and on such lines as are prescribed by special instructions. 

 

 2.02.All the points over which the trains will run within the affected area shall be 

correctly set and facing points locked before the movement of any train is 

authorised  over them.  

 Whenever any power operated points have to be operated for 

diverting trains, these may be released and operated locally under the written 

instructions of the Station Master on duty by the Signal Maintainer at stations 

where Signal Maintainers are available. 
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2.03.Before any train is allowed to leave the station as prescribed in Rule 

2.01above it shall be brought to a stand and the Loco Pilot, Motorman and the 

Guard of the train shall be advised of the circumstances by the Station Master. 

 

2.04.      The Station Master shall give the Loco Pilot/Motorman of each train :- 

An “Authority to proceed without Line Clear” on the prescribed Form No. T/B-

912. The counterfoil shall be retained by the Station Master and the foil given to 

the Loco Pilot. 
 

2.05  No train shall be allowed to enter an affected section until there is a 

clear interval of 15 minutes between the train about to leave and the train which 

has immediately proceeded, unless a shorter interval has been prescribed under 

special instructions. 
 

2.06. [a]  In the event of a Loco Pilot approaching or passing any portion of 

the line, where view ahead is not clear, a railway employee with and signal, must 

be sent in advance to guide the further movement of the train.  A sharp lookout 

ahead should be kept and the engine whistle freely used.  
 

Further, before entering a section where there are tunnels, the Loco Pilot 

shall light the buffer lamps and the electric headlights. 
 

[b] A tunnel shall be entered only after it has been ascertained that it is clear.  If 

there is any doubt on this points, the train shall be piloted by a railway employee 

equipped with hand signals and detonators. 
 

2.07 The Guard shall keep a sharp lookout in the rear and be prepared to 

exhibit a danger signal to prevent the approach of a train from the rear and to 

protect it, if necessary, as per extant rules.  Before entering a section where there 

are tunnels, he shall also light the side and tail lamps. 
 

2.08. When approaching the next station nominated under special instructions 

under rule 2.01 above, the Loco Pilot shall bring his train to a stand opposite the first 

stop signal and sound one long whistle.  The Station Master after satisfying himself 

that all points have been correctly set and facing points locked, shall arrange for a 

man in uniform, to pilot the train from this signal who shall obey hand signals, if any, 

relayed from the station platform.  Manual/Semi-Automatic signal, if any, will, 

however, be passed on the written authority on the prescribed Form to be issued 

by the Station Master. 
 

2.09. The Loco Pilots of all trains shall make over the ‘Authority to Proceed without 

Line Clear’ to the Station Master of the nominated station at the end of the section.  

These shall be kept by the Station Master in his personal custody for inspection by 

the TI(M) of the sections, who shall prepare a report on the working of trains and 

shall forward the same along with his report to the Sr. DOM / DOM, within 7 days of 

resumption of communications. 
 

2.10. A record of all trains passed over the affected section on “Authority to 

proceed without Line Clear “ during the course of total interruption of 

communication, shall be maintained in the Train Register Books to be opened at all 

the specially nominated stations under Rule 2.01 above. 
 

2.11.Trains must continue to work on this system until either the signals are put right 

or any one of the means of communications is restored by the competent 

authority. 
 

2.12. As soon as the signals are put right norm al working of trains shall be resumed, 

but the signals continue to remain inoperative and any ot the means of 

communications is restored, the Station Master shall immediately send a message 

to the Station Master at the other end of the affected section on the Form T/I 602:- 
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2.13. Permission to approach shall not be obtained or given by any means of 

communication which has been restored until both the Station Masters are satisfied 

that all trains and engine &c. dispatched from their station have complete at the 

other station. When the trains referred to in Rule 2.12 above, arrive complete at the 

stations, their number and their arrival time will be communicated to the other 

Station Master concerned under exchange of Private Numbers. Thereafter an 

intimation about this shall be given to the Section Controller, if possible. 
 

B. Rules and Regulations for working of trains under the Automatic Block System 

during obstruction of one or more lines when signals are operative and 

communications are available. 

 l. In the event of obstruction of one or more lines in an area consisting of two or 

more stations worked under the Automatic Block System when signals are 

operative and communications are available the following procedure shall be 

adopted. 
 

On the Double line sections when one line is obstructed :- 
 

1.01. When it is desired to introduce temporary single line working on double line on 

electric speaking instruments, the Station Master at one end of the affected section 

shall on receipt of reliable information in writing that one line is clear, take steps to 

introduce temporary single line working on that line in consultation with the Section 

Controller and the Station Master of the station at the other end of the section. 
 

1.02  If there is reason to suspect that the line  over which temporary single line 

working is to be introduced is also fouled or damaged, temporary single line 

working shall not be introduced until a responsible engineering official not below 

the rank of an Inspector has inspected that section and certified that the road is 

safe for the passage of trains. 
 

1.03.The movement of trains on the affected section shall be controlled by such 

stations and on such lines as are prescribed by special instructions. 
 

1.04  All trains running in the wrong direction shall be worked in  accordance with 

the rules for the use of electric speaking instruments on single line and permission to 

approach shall be obtained on the Inter-cabin Station Group telephone or Control 

telephone, VHF set as the case may be. Permission to approach shall not be given 

unless the line on which the train is to be received is clear at least 180 metres 

beyond the place at which the trains usually come to a stop. For each first train 

running in the wrong direction permission to approach shall neither be asked for nor 

given unless the two Station Masters have assured under exchange of Private 

Numbers the line on which the train is to be received is clear at least 180 metres 

beyond the place at which the trains usually come to a stop. He shall also ensure 

that all the trains running in the right direction have already arrived complete at 

the station in advance. 
 

Except for each first train running in the right direction for which the procedure laid 

down for the trains running in the wrong direction shall be followed, subsequent 

trains may be allowed to follow each other on Automatic signals indications 

provided the station in rear has intimated the station in advance of the fact that he 

is permitting particular train/trains to follow and has ascertained the latters 

readiness to receive it/them.  Private numbers shall be exchanged for this 

transaction.  
 

1.05. Train Register Books shall be introduced at the stations on affected section. 
 

1.06    Loco Pilots of all trains on the affected area must be so advised in writing by 

the station immediately in rear of the affected section on which temporary single 

line working has been introduced. A written authority should also be given to the 
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Loco Pilots of trains running in the wrong direction to pass the last stop signal. The 

Loco Pilots of train running in the wrong direction shall be given the prescribed Form 

before entering the affected section. 

 

1.07    All the points over which the train will run within the affected area shall be 

correctly set and facing points locked before the movement of any train is 

authorised over them. 
 

Whenever any power operated points have to be operated for diverting trains 

these may be released and operated locally under the written instructions of the 

Station Master on duty by the Signal Maintainer – at station where Signal 

Maintainers are available. 
 

1.08    After ascertaining that one of the lines is clear for the passage of traffic, 

the/station Master proposing single line working shall issue a message under 

exchange of Private Numbers, containing the following information, to the Station 

Master at the other end of the affected section –  
 

[a] cause of introduction of single line working; 

[b] the line by which single line working is proposed; 

[c] the source of information that the said line is clear; 

[d] place of obstruction; 

[e] restriction of speed, if any, on the line; 

[f] the number and timings of the last train which arrived/left the 

station nominated by Sr. DOM / DOM under rule 1.03 above.  
 

1.09. On receipt of acknowledgement from the Station Master at the other end 

confirmed by a Private Number single line working may be introduced. Permission 

to approach shall be obtained on Inter-cabin/Station Group telephone, or Control 

phone, VHF set or else as the case may be, and trains run on the procedure set out 

above. 
 

1.10. [a] A Caution Order on Form T/409 shall  be handed over to the Loco Pilot of 

each train on which shall be clearly stated - 

[i]  the line on which the train or light engine is to run; 

 

[ii]  the kilometres between which the obstruction exits; 

 

[iii] any restriction of speed which may have been imposed   and 

 

[iv] the instructions that Automatic Signals in the wrong direction 

should be considered as out of use even though they may be 

showing ‘Proceed’ or ‘Caution’ aspect. 
 

(b) For trains running in the right direction an authority on the prescribed Form T/A 

912 authorizing the Loco Pilot/Motorman to pass the Automatic Signals intervening 

the two nominated stations at ‘on’, the Semi-Automatic Signals and Manually 

Operated signals on being signalled past by a Pointsman or any other railway 

servant in uniform deputed for the purpose and /Gate signals cautiously upto the 

level crossing where he must ascertain that the gates are locked and the hand 

signals are displayed by the Gateman before he proceeds further.  The individual 

distinguishing number/numbers of each Automatic, Semi-Automatic Manually 

Operated and Gate Signal Signals shall be indicated on this authority. 
 

1.11. All endorsement shall also be made on the Caution Order given to the Loco 

Pilot of the first train introducing temporary single line working in the wrong direction 

to stop and inform all Gatemen and Gangmen on the way about the introduction 

of temporary single line working.  The road on which the trains shall run shall also be 

specified. 
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1.12. The speed of all trains running in the wrong direction shall not exceed 25 

kilometres per hour. 
 

1.13. When approaching the next station nominated under special instructions 

under rule1.03 the Loco Pilot of the train running in the wrong direction shall bring 

his train to a stand opposite to the first Stop signal pertaining to the wrong line on 

which he is running whichever he comes across first, and sounds one long whistle. 

The Station Master after satisfying himself that all points have been correctly set and 

facing points locked, shall arrange for a railway man in uniform to pilot the train 

from this signal, who shall obey hand signals, if any, relayed from the station 

platform.  Manual Semi-Automatic Signals if any, shall however, be passed on a 

written authority on the prescribed form to be issued by the Station Master. 
 

1.14. Resumption of normal working – [a] On receipt of written certificate from a 

responsible engineering official that the obstructed track is free for passage of 

trains, the Station master will issue a message to other station or stations, as the 

case may be under exchange of Private Numbers and decide in consultation with 

Section Controller the train after the passage of which the normal working has to 

be introduced. 
 

[b] An entry shall also be made in the Train Register Books of all stations concerned 

showing the time double line working was introduced, time single line working was 

introduced and the time normal working was resume.  
 

[c] All the records in connection with the temporary single line working shall be 

retained at the station and the TI(M) of the section must scrutinize them and submit 

his report to the Sr. DOM / DOM within seven days of the resumption of normal 

working. 
 

ll. On a quadruple line section - 
 

1.15. (A) If one line or two lines (one Up and one Down) are obstructed : 
 

[i] Trains will continue to run on the unobstructed lines under normal system of 

working and will be diverted on to their proper lines where possible. 
 

[ii] Suburban trains running on through line shall stop only at those stations having 

platform on that line.  Where stoppage of a train at stations where it is scheduled to 

stop is eliminated for non-availability of platform, passengers shall be suitably 

notified through loudspeakers or other means at convenient stations. 
 

(B) If both the Up Lines or both the Down Lines are obstructed – 
 

[i] On the local line.- On the local line trains will continue to run in the right 

direction, under the normal system of work.  
 

[ii] On the through line.  [1] The movement of trains on the affected section 

shall be controlled by the nearest stations provided with crossovers 

between un-obstructed lines. 
 

[2] All facing points on the line on which the trains will run shall be clamped 

and locked for the movement of the trains on that line and an assurance to 

this effect shall be obtained on the telephone from the Station Masters of 

the affected section under exchange of Private Numbers. 
 

[3] Trains shall be allowed to follow one another at intervals of 15 minutes or 

at such intervals as may be prescribed by special instructions. 
 

[4] Trains shall run on “Authority to proceed without Line Clear” applicable 

upto the terminal station at the other end of the affect section to avoid 
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stoppage of trains running on through lines at the stations not provided with 

platform on through line. 
 

In order to ensure that a minimum time interval of 15 minutes is kept 

between two consecutive following trains the Sr. DOM / DOM shall prescribe 

the stations in between the affected section from where a written authority 

shall be given to the Loco Pilot of the train authorising him to leave the 

station.  This authority shall be in addition to the “Authority to proceed 

without “Line Clear” already issued and shall not be given to the Loco Pilot 

by the Station Master concerned on duty unless he has satisfied himself, that 

at least 15 minutes have elapsed since the departure of the last preceding 

train. 

Suburban trains shall stop only at those stations having platforms on the 

through line. Passengers shall be suitably notified through loudspeakers or 

other means at convenient stations.   
 

[5] Trains shall run at a speed not exceeding 25 kilometres per hour 

when the view is clear and 8 kilometres when the view is not clear 

subject to other speed restrictions in force. Speed over facing 

points will be restricted to 15 kilometres per hour. 
 

[6] All movements on the through line, other than the normal 

complement of passenger and scheduled though goods trains, 

such as running of light engines from and to shed, shunting goods 

trains & c., shall be suspended. The running `of normal trains on the 

through line shall be controlled by Hand Signals. 
 

(C)     If three lines are obstructed.- Trains will be worked on the unobstructed line in 

accordance with Rules prescribed in Appendix “B”(I). 
 

 1.16. Resumption of normal working.- (i) On receipt of a written certificate from a 

responsible engineering official that  the obstructed track/tracks is/are free for 

passage of trains, the Station Master will issue a message to either station or 

stations, as the case may be, under exchange of private numbers and decide in 

consultation with Section Controller, the train after the passage of which the 

normal working has to be introduced. 
 

(ii) An entry shall also be made in the Train Register Books of all stations concerned 

showing the time when normal working was suspended and the time when normal 

working was resumed. 
 

[iii]All the records in connection with the train working under this system shall be 

retained at the station and the TI(M) of the Section must scrutinize them and submit 

his report to the Sr. DOM / DOM within 7 days of the resumption of normal working.                      
 

C. Rules and Regulations For working of trains under the Automatic Block System 

during obstruction of one or more lines when no communications are available and 

signals have also failed. 
 

The following procedure shall be adopted for train passing : 
 

l. On a double line section when one line is obstructed-    

 

1.01. In the event of total interruption of communication occurring on a section 

worked under Automatic Block System and when trains cannot be worked by any 

of the following means viz.  

a) Automatic Block, 

b) Inter Cabin Station Group telephone,  

c) Control Telephone,  

d) VHF set or else. 
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The movement of trains on the affected section shall be controlled by such stations 

and on such lines as are prescribed by special instructions. 
 

1.02. Before any train is allowed to leave the station, it shall be brought to a stand 

and the Loco Pilot and the Guard of the train shall be advised of the circumstances 

by the Station Master.  
 

1.03. The Station Master shall satisfy himself that the Guard and the Loco Pilot 

thoroughly understand the rules under which the trains are to be run during total 

failure of communications of single line. He will also obtain the signature of the Loco 

Pilot and the Guard on the counterfoil of the form “Authority to proceed without 

Line Clear.” In case the Loco Pilot is illiterate, the procedure of working trains in such 

conditions, shall be explained to him by the Station Master in the presence of the 

Guard and a record of this to be kept on the foil and counterfoil of the “Authority 

to proceed without Line Clear”.  
 

1.04. Communications shall be opened by a light engine, motor trolley or tower 

wagon to be sent on the unobstructed line. In case a train consisting of EMU stock 

has to be sent to open communications all passengers must be detrained before 

the train is despatched. The relevant provisions of the unified Rules for single line 

working on Double line during total failure of communications shall be adhered to.  
 

1.05. Loco Pilots of all trains approaching the affected area must be advised in 

writing about the station between which and the line on which temporary single 

line working has been introduced. In addition the Loco Pilots of trains which will run 

on the right road on temporary single line shall stop at the station immediately in 

rear of the affected section and proceed further only on receipt of the prescribed 

authority to proceed.  
 

1.06. The Station Master will hand over to the Loco Pilot opening the 

communication, the following documents- 

An authority to proceed without Line Clear on prescribed Form T/B – 912  
 

(ii) A conditional Line Clear message for a train to enter the affected section from 

the other end. 
 

(iii) Line clear Enquiry Message asking Line Clear for dispatch of trains during total 

failure of communications on Form T/E 602 addressed to the Station Master of the 

nominated station in advance seeking Line Clear for the next train to proceed to 

his station.  
 

1.07. An endorsement shall also be made on the caution order given to the Loco 

Pilot of the first train to stop and inform all Gatemen and Gangmen on the way 

about the introduction of temporary single line working. The road on which the 

trains will run shall also be specified. 
 

1.08. All the points over which the trains will run within the affected area shall be 

correctly set and the facing points locked before the movement of any train is 

authorised over them. 
 

Whenever any power operated points have to be operated for diverting trains, 

these may be released and operated locally under the written instructions of the 

Station Master on duty by the Signal Maintainer at stations where signal maintainers 

are available. 
 

1.09. (a) After sending forward a train engine empty train/light engine/motor 

trolley/tower wagon with Form Nos. T/E-602 & T/F-602 no other train or engine shall 

on any account be allowed to leave in the same direction until the return of that 

engine empty, train motor trolley/tower wagon. 
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(b) No obstruction of the line at the station shall be allowed until the return 

of that engine/motor trolley or tower wagon or empty train. 
 

1.10.   In the event of an engine or Tower wagon or Motor Trolley or empty train 

meeting any other engine, tower wagon etc., sent from the other end, in the mid-

section, the two Loco Pilots shall, taking into consideration the importance of the 

trains waiting, the distance from the nearest station, gradients to be encountered, 

the presence of catch sidings etc., decide which engine unit etc. should push back 

so as to allow the other to go through. 
 

1.11 On arrival of the train at the next station nominated under special instructions, 

under Rule above, the Loco Pilot shall hand over the Form Nos. T/G-602 or T/H – 602 

& T/E - 602 to the Station Master who shall record it in the Line Clear message book. 
 

1.12  The Station Master on the authority of the conditional Line Clear shall dispatch 

the waiting train from his station. The Loco Pilot shall be given the following 

documents. 
 

(i)Conditional Line Clear ticket on Form T/G 602 or T/H 602 
 

(ii)Conditional Line Clear message on Form T/F 602 for a train to leave from the 

station waiting at the other end of the affected section. 
 

(iii)A caution order on which shall be clearly stated 
 

[a] The line on which the train is to run. 
 

[b] The Kilometers between which the obstruction exists. 
 

[c] Any temporary restriction of speed which may have been       

imposed. 
 

(iv) A Line Clear Enquiry message on Form T/E 602 addressed to the Station Master 

of the nominated station in advance seeking Line Clear for the next train to 

proceed to his station. 
 

1.13  When approaching the next station nominated under special instructions 

under rule above, the Loco Pilot shall bring his train to a stand opposite the first Stop 

Signal pertaining to the correct line or the last Stop Signal pertaining to the wrong 

line on which he is running, whichever he comes across first, and should sound one 

long whistle. The Station Master, after satisfying himself that all points have been 

correctly set and facing points locked, shall arrange for a man in uniform, to pilot 

the train from this signal who shall obey hand signals if any relayed from the Station 

platform, manual semi-automatic signals if any shall, however, be passed on a 

written authority on the prescribed form to be issued by the Station Master. 
 

1.14. On arrival at the station, the Loco Pilot shall hand over all the Forms to the 

Station Master who shall record it in the Line Clear message book and on its 

authority issue a conditional Line Clear ticket for the waiting train. 
 

1.15.The speed of all trains passing over the temporary single line shall be restricted 

to 25 kilometre per hour subject to observance of other speed restrictions imposed 

and speed over facing points being restricted to 15 kilometre per hour. 
 

1.16. If there be an even flow of trains in both directions, enquiry and Line Clear 

messages for each succeeding train may be sent with the Loco Pilot of the 

proceeding train. 
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 1.17. The arrival and departure time of all trains must be carefully recorded in :- 
 

(a) Line Clear Enquiry and Reply Book, 
 

(b) Counterfoil of the ‘Authority to proceed without Line Clear’ (this applies 

to the first train only), and 
 

(c) The Train Register Book. 
 

1.18. If the Station Master, at one end has more than one train to dispatch in the 

same direction before another train is normally expected from the opposite 

direction, he shall mention in the line enquiry message the numbers of trains he 

wants to send and also state therein that the latter trains will be dispatched after 

the first train at intervals of 15 minutes or full running time whichever is more. 
 

After the receipt of the Line Clear for the required number of trains the Station 

Master while dispatching the first train shall endorse on the Line Clear ticket that a 

particular train (giving its number and description in full) shall follow at a specified 

interval. 
 

While adopting this procedure the Guard and the Loco Pilot shall be instructed to 

keep a sharp look out and be prepared to stop short of any obstruct ion and if the 

view is restricted because of fog, curve or any other reason, speed shall not 

exceed 8 kilometres per hour. 
 

1.19. Resumption of normal working.- The normal working shall not be resumed 

unless :- 
 

[a] The Station Master has received a written certificate from a responsible 

engineering official that the obstructed track is free for passage of trains, 

and  
 

[b] Either the signals are put right or any one of the means of 

communication listed above is restored By the competent authority. 
 

Note.[i] In case when obstruction is removed but signals continue to remain 

inoperative and none of the means of communications is available, the 

trains shall be worked in accordance with the instructio0ns prescribed in 

Part II of Appendix ‘A’ above. 

 

[ii] In case where either signals are put right or any one in the means of 

communications is available, but the obstruction continues, the instructions 

as prescribed in Appendix ‘B’ [I] shall be observed. 
 

[c] Any entry shall also be made in the Train Register Book of all stations 

concerned showing the time normal working was resumed. 
 

1.20. All the records in connection with the train working under this system shall be 

retained at the station and the TI(M) of the section must scrutinies them and submit 

his report to the Sr. DOM / DOM within 7 days of the resumption of the normal 

working. 

 

ll. On a quadruple line section –  
 

[i] When one line of the lines (one Up and one Down) are obstructed – The 

trains shall continue to work on proper unobstructed line/lines as in the case 

of “Total Interruption” vide rules prescribed in Appendix “A”. 
 

[ii] When both the Up or both the Down lines are obstructed.- 
 

1.On local line, trains shall continue to run on their proper line as in the case of 

“Total Interruption” vide rules prescribed in Appendix “A”. 
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2.On the wrong line (Through line)- 
 

[a] The movement of trains on the affected section shall be controlled by the 

nearest stations provided with cross overs between unobstructed lines. 
 

[b] A train shall not be started in the wrong direction until the affected section is 

clear of all trains running in the right direction on that line. 
 

[c] All facing points on the line on which the trains will run shall be clamped and 

locked for the movement of the trains on that line. 
 

[d] To ensure that all trains running on the through line in the right direction have 

arrived and that all facing points on the line on which the trains will run have been 

clamped and locked for the movement of trains on that line, the following 

procedure should be observed. - 
 

[i] The Station Master of the station at which the trains are running in the proper 

direction shall on receipt of the information that the tracks are obstructed, prepare 

a memo by carbon process for the Station master at the other end of the affected 

section (say station ‘A’) and also for the Station Masters of all intermediate stations.  

This memo shall be to the effect that the train is the last one running on the proper 

line and that after its complete arrival at station ‘A’ the Station Master of that 

station shall be authorised to despatch trains in the wrong direction on the through 

line. Requisite number of copies shall be handed over to the Guard of the train and 

his acknowledgement obtained.  The Guard shall deliver a copy each of the 

memo to the Station Masters of intermediate stations and station ‘A’ and obtain 

their acknowledgement.  On receipt of the memo the Station Master of the 

intermediate stations shall clamp and padlock all facing points for movement of 

trains on that line.  The contents of the memo shall be advised to the Loco Pilot 

also. 

(ii) The Station Master shall hand over to the Loco Pilot the following documents:- 
 

[1]  An authority to proceed without Line Clear on the prescribed Form  T/B 912 . 
 

[2] On arrival of the complete train at station ‘A’ the Loco Pilot shall hand 

over    the authority to proceed without Line Clear and other documents to 

the Station Master. The Guard shall also hand over the memo to the Station 

Master who shall record it in the Train Register Book. On receipt of the 

memo, the Station Master of station ‘A’ shall dispatch the waiting train from 

his station and the flow   in   the   wrong   direction    on  through  line   will    

thus    be            established. The first train travelling on the wrong line will 

carry an engineering official who shall ensure that the facing points on 

which the trains will run are properly clamped and locked for the 

movement of trains on that line. For this purpose, the first train shall stop short 

of all the facing points concerned and shall also stop at all the intermediate 

stations. 
 

[e] Trains will be allowed to follows one another at interval of fifteen minutes or at 

such intervals as may be prescribed by special instructions. 
 

[f]  Trains shall run on ‘Authority to Proceed without Line Clear’ applicable upto the 

terminal station at the other end of the affected section (to avoid stoppage of 

trains running on through lines at the stations not provided with platforms on the 

through lines) and suburban trains shall stop only at those stations having platforms 

on the through line.  Where stoppage of a train at stations where it is scheduled to 

stop is eliminated for non-availability of platform, passengers shall be suitably 

notified through loudspeakers or other means at convenient stations. 
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[g] Trains shall run at a speed not exceeding 25 kilometre per hour when the view is 

clear and 8 kilometers per hour when the view is not clear subject to other speed 

restrictions in force. Speed over facing points will be restricted to 15 kilometre per 

hour. 
 

[h] All movements on the through line, other than the normal complement of 

Passenger and scheduled Through Goods trains, such as running of light engines 

from and to shed, Shunting Goods trains &c., shall be suspended.  The running of 

normal trains on the through line shall be controlled by hand signals. 
 

[iii] When three lines are obstructed –The procedure laid down in Appendix -    ‘F’ II 

1.15 (C) shall be followed. 
 

lll.Resumption of normal working – The normal working shall not be resumed unless- 
 

[a] The Station Master has received a written certificate from a responsible 

engineering official not below the rank of Inspector that the obstructed 

track/tracks is are free for passage of trains, and  
 

[b]   The signals are put right. 
 

[i] In case when obstruction is removed but signals continue to remain 

inoperative and none of the means of communications is available, the 

trains shall be worked in accordance with the instructions prescribed under 

Appendix ‘A’, Part II. 
 

[ii] In case when obstruction is removed but signals continue to be inoperative and 

one of the means of communications as listed in Appendix ‘F’ (1.16(i) ) is available, 

the trains shall be worked as per rules prescribed under part I of Appendix ‘A’. 
 

[iii] In case where either signals are put right or any one of the means of 

communication is available but the obstruction continues, the instructions as 

prescribed in B II of Appendix ‘F’ will be observed. 
 

An entry shall also be made in the Train Register Books of all stations concerned 

showing the time when normal working was suspended and the time when normal 

working was resumed. 

 

[iv] All the records in connection with train working under this system shall be 

retained at the station and the TI (M) of the section must scrutinize them and submit 

his report to the Sr. DOM / DOM within seven days of the resumption of the normal 

working. 
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INDEX TO GENERAL RULES 

 

“A” 

Rule No. 

 

Assistance in observance of rules  ..        ...      ..               2.04 

Absence from duty                                      ..                     2.08 

Absence of a fixed signal or a signal without light                   3.74 

Acknowledgement of signals                                                     14.06 

Access to and operation of equipment                           5.08 

Accident or obstruction                                                       6.01 

Additional fixed signals at stations generally                      3.30 

Additional fixed signals in Automatic Block 

Territory on single line                                                             9.05 

Additional rules for electrified sections                                         17.09 

Adherence to advertised time                                             4.02 

Alterations to track                                                                              17.06 

Application of Guard’s hand brake                                        4.47 

Applicability of General Rules referring to the 

working of signals and trains      7.02 

Applicability of General Rules                                                    17.01 

Assistance of the Engine crew regarding signals   3.83 

Assistance in protection of trains                                                              15.10                                                                    

Assistance from Guard’s hand brake    4.46 

Attendance for duty    2.07 

Attracting attention of Loco Pilot   4.45 

Attachment to train prohibited            15.23 

Authority to proceed             14.08 

Authority to proceed when to be given to Loco Pilot            14.24  

Authority to proceed on the Following Train System            10.05 

Authority to enter the section             13.03 

Authority for shunting or obstruction in block section   8.15 

“B” 
 

Back lights    3.24 

Banner flags    3.57 

Bell code             14.05 

Brake vans    4.23 

Bell signals between Loco Pilot and Guard   4.51 

Blasting             15.15 

Block back or Block forward    8.14 

“C” 

Calling on signals    3.13 

Cancellation of Line Clear             14.22 

Care and lighting of signal lamps   3.49                                                                                          

Caution order               4.09 

Certificate of competency              14.04 

Cessation of working on the Following Train System             10.08 

Channel for flange of wheels     6.05 

Classification of stations                1.03  

Closing of Intermediate Block post                                                            14.14                                                                     

Co-acting signals      3.15 

Commissioning of fixed signals                 3.26 

Completion of messages               14.20 

Conditions for taking ‘off’ Home Signal    3.40 
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Conditions for taking ‘off’ Outer Signal    3.41 

Condition for taking ‘off’ last Stop signal or  

Intermediate Block Stop signal     3.42 

Condition for taking ‘off’ Warning signal    3.43 

Condition for taking ‘off’ gate Stop signal    3.44 

Condition for taking ‘off’ Calling on signal   3.45 

Conditions for taking ‘off’ Manual Stop signals 

in Automatic Block territory on single line   9.06 

Conditions for granting Line Clear at a Class ‘A’ station                           8.02  

Conditions for granting Line Clear at a class ‘B’ station   8.03 

Conditions for granting Line Clear at a class ‘C’ station   8.04 

Conditions to be observed in working trains on the  

following Train System             10.03 

Conditions to be observed for following trains on the  

Pilot Guard System             11.02 

Conditions to be observed for following trains on the  

Train staff and Ticket system             12.30 

Conditions for closing the block section            14.10 

Conditions of permanent Way and Works            15.01 

Conduct of railway servants     2.10 

Control of shunting     5.13 

Consent required before interfering with Block  

working equipment   14.03 

Couplings     4.26 

Cranes     4.27 
 

“D” 

Damaged or defective vehicles              4.29 

Defective or damaged points    3.77 

Defects at level crossing   16.06 

Definitions    1.02 

Departure of a train from a non signalled line    5.11 

Departure of a train from a line provided with a  

common departure signal               5.12                                                                                        

Description of a Warner signals and their indications   3.06 

Description distant signals and their indications   3.07 

Description of stop signals and their indications   3.08 

distinguishing markers & signs for signals   3.17 

Description of detonating signals   3.59 

Description of flare signals    3.65 

Detaching engine    4.57 

Description of detonating signals   3.59 

Direction of running     4.06 

Driving an electric train                4.21 

Loco Pilot and Guard to examine notices before starting   4.30 

Loco Pilot to have authority to proceed             14.23 

Loco Pilot to obey certain orders               4.39 

Loco Pilot and Fireman or Asstt. Loco Pilot to keep a good  

lookout     4.40 
 

Loco Pilot and Fireman or Asstt. Loco Pilot to look back   4.41 

Loco Pilot to see that the train is stopped clear of fouling 

marks    4.58 

Loco Pilot not to leave engine when on duty   4.61 

Loco Pilot to report failures    9.11 

Loco Pilot to have Train staff or Train staff Ticket  12.04 
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Loco Pilot to examine authority to proceed  14.09 

Drawing of a train to an advanced position at night 

or in thick foggy or tempestuous weather  

impairing visibility    5.18 

Delivery of authority to proceed to Loco Pilot or Guard 

on the Following Trains System,   10.04 

Distinction between trolley, lorry and motor trolley  15.18 

Distinction of messages   14.18 

Distinguishing marks on Train-staff Ticket and boxes  12.13 

Duties for securing safety    2.11 

Duties of Station Master generally when a signal is  

defective     3.68 

Duties of Station Master when approach stop signal 

is defective    3.69 

Duties of Station Master when a departure Stop 

Signal is defective    3.70 

Duties of engine crew in respect of signals   3.78 

Duties of Loco Pilot in respect of a Calling-on-Signal   3.79 

Duties of Loco Pilot when an approach Stop Signal is 

“ON” or defective     3.80 

Duties of Loco Pilot when a departure Stop Signal is 

“ON” or defective     3.81 

Duties of Loco Pilots as to signals when two or more  

engines are attached to train    3.84 

Duties of Guard when taking over charge of a train   4.34 

Duties of Gangmate and Gangman when  

apprehending danger   15.17 

Duties of Loco Pilot and Guard when an Automatic stop 

signal on double line is to be passed at “ON”    9.02 

Duties of Loco Pilot and Guard when an Automatic Stop 

signal on single line is to be passed at “on”    9.07 

“E” 

Efficient  brakes   15.21 

Electric repeater     3.23 

Engine pushing     4.12 

Exceptions to Rules 3.27, 3.28, 3.29 and 3.32    3.33 

Essentials of the absolute Block System    8.01 

Essentials of the Automatic Block System on double line     9.01 

Essential of the Automatic Block System on single line    9.03 

Essentials of the following Train System  10.01 

Essentials of the Pilot Guard System             11.01 

Essentials of the Train Staff and Ticket System  12.01 

Essentials of the one Train only system  13.02 

Equipment of trolley, lorry or motor trolley  15.20 

Exhibition of hand signals     3.52 

Examination of train by Loco Pilot               4.32 

Examination of single and multiple units by Loco Pilot               4.33 

Exchange of signals between Loco Pilots, Guard and  

station staff     4.42 

Examination of trains before starting    4.31 

“F” 

Failure of electrical block instruments or track circuits or  

axle counters    14.13 

Fire     6.10 
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Fixed signals at level crossings      3.34 

Fixed signals generally     3.36 

Fireman and Assistant Loco Pilots to obey Loco Pilots    4.38 

Forms     5.07 

Forms for messages and written authority to proceed  14.17 

Form of Train-Staff Ticket   12.14 

“G” 

Gang-mate in each gang   15.11 

Gateman to observe passing trains    6.04 

General use of signals     3.01 

Guards     4.25 

Guards and Loco Pilots equipment   4.19 

Guard to be incharge of train    4.36 

Guard to keep a good look-out   4.43 

Guard to see that train is stopped clear of fouling marks    4.56 

Guard not to leave train till handed over    4.60 

“H” 

Hand signals for shunting     3.56 

Head light and marker lights     4.14 

Height gauges    16.11 

Hose or water crane      4.33 

“I” 

Illustrative diagrams-Absolute Block System     8.16 

Illustrative diagrams-Automatic Block System,     9.16 

Inspection of electrical ways and works   17.03 

Inspection of Permanent Way and Works   15.04 

Inspection of gauges signals, tools and implements   15.13 

Intermediate Block Stop signal  3.11 

Intimation to officials when defects remedied     3.76 

 

“J” 

………………… 

“K” 

Keeping of materials   15.03 

Kinds of signals    3.02 

Kinds of fixed Stop signals for approaching trains   3.09 

Kinds of fixed Stop signals for departing trains   3.10 

Kinds of fixed Stop signals in Automatic Block territories   3.12 

 

Knowledge of rules               2.03 

Knowledge and possession of hand signals   3.58 

Knowledge of possession of Warning signals   3.67 

Knowledge of signals and equipment of gang  15.12 

Knowledge of signals   16.01 

Knowledge of possession of detonators   3.64 

“L” 

Leaving vehicles in sidings outside station limits    5.22 

Line Clear Tickets   14.25 

Limits of speed generally            4.08 

Limits of speed over facing points    4.10 

Limits of speed while running through stations    4.11 

Limits of speed with engine tender foremost    4.13                                                                                  

Loading of vehicles     4.28 

Loose shunting      5.21 
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Locking of facing points                  3.39 

Lorries and trollies out of use     15.28 

“M” 

Means of granting or obtaining Line Clear    14.01 

Means of Communication       4.18 

Manning of engine in motion       4.20 

Maintenance of line     15.02 

Method of using detonators       3.60 

Minimum equipment of fixed signals at stations  

provided with manually operated multiple aspect 

signalling       3.27 

Minimum equipment of fixed signal at stations provided 

with modified lower quadrant signalling      3.28 

Minimum equipment of fixed signals in Automatic  

Block territory on single line       9.04 

Movement of trains against the direction of traffic 

on the Automatic Block System                                                                     9.13  

Motor Trolly                15.25 

Moving of train carrying passengers after it has been                                  

stopped at a station       4.59 

Minimum equipment of fixed signals at other stations 

provided with two-aspect signalling      3.29 

“N” 

Normal aspect of signals       3.37 

“O” 

Obedience to rules and orders      2.06 

Obedience to orders and keeping of books and returns      5.03 

Obligation to provide fixed signals at stations      3.25 

Obstruction of running line       5.19 

Obstruction on double line at a block station when  

a train is approaching       8.05 

Obstruction on double line in the block section      8.06 

Obstruction on single line at a class ‘A’ station when 

a train is approaching       8.07 

Obstruction in the face of an approaching train at 

a class ‘B’ station on single line      8.09 

Obstruction within station section at a class ‘B’ station  

on single line                                                                                                 8.10           

Obstruction outside station section at a class ‘B’ single  

single line station equipped with two-aspect signals      8.11 

Obstruction outside station section at a class ‘B’ single 

line station equipped with manually operated multiple 

aspect signals                  8.12 

Obstruction outside the first Stop signal at a class ‘B’  

station on single line       8.13 

Obstruction in face of approaching train or trains on  

the Following Train System     10.07 

Obstruction outside the Home signal    12.16 

Obstruction at level crossings     16.07 

Obstructing the block section at a class ‘A’ station on 

single line       8.08 
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“P” 

Passing a gate Stop signal at ‘ON’ in Automatic 

signalling territory     9.15 

Passing of a gate Stop signal at ‘ON’    3.73 

Passing of intermediate Block Stop signal at ‘ON’    3.75 

Passengers     4.54 

Parting of a train   16.08 

Patrolling of lines   15.05 

Permission before entering on  or crossing a running line    3.82 

Permission of Guard to detach engine from train    4.48 

Placing of detonators in case of obstruction    3.62 

Placing of detonators in thick, foggy or tempestuous  

weather impairing visibility     3,61 

Placing of Stop signals at converging junctions    3.20 

Placing of Stop signals at diverging junctions               3.19 

Placing of signals and signal arms painting of signal arms    3.04 

Placing of more than one signal on the same post    3.22 

Points affecting movement of train    3.38 

Points     3.51 

Prevention of trespass, damage or loss    2.05 

Proceed hand signal     3.54 

Proceed with caution hand signal    3.55 

Procedure during failure of Automatic Stop signal is ‘ON’    9.14 

Procedure in case of accident or disablement on the 

one Train only System   13.04 

Protection and working of points of outlying sidings    3.35 

Protection of trolley on the line   15.26 

Protection of lorry on the line   15.27 

Protection of material train when stabled    4.64 

Protection of trains stopped between stations    6.03 

Protection of a train stopped in an Automatic block  

Signalling section     9.10 

Protection of trains on the Following Trains System  10.09 

Protection of trains on he pilot Guard System  11.06 

Protection of trains on the Train staff and Ticket System  12.07 

Private engines and vehicles                                                                    4.66 

Portion of train left in a block section               6.09 

Provision of an Advanced Starter, Shunting Limit  

Board or Block Section Limit Board                                                             3.32      

Provision of instruments              14.02 

Preservation of messages and written authorities to proceed  14.21 

Precautions before commencing operations which 

would obstruct the line   15.08 

Procedure when engine is disabled on the Train-staff 

and Ticket System   12.10 

Proper running line     4.05 

Position of brakevan on train     4.24 

Permit to work on electrical equipment  17.04 

Person in charge of working trains on Automatic  

Block System on single line     9.08 

Pilot Guard’s tickets    11.05 

Pilot Guard to accompany train or give authority to proceed                 11.04 

Pilot Guards dress or badge    11.03 

Putting in or removing points or crossings   15.16 
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“Q” 

Qualified persons to be incharge of lorry or trolley 

when on the line   15.22 

“R” 

Reception of a train on an obstructed line   5.09 

Reception of a train on a non- signalled line   5.10 

Record of Train staff Tickets issued  12.15 

Red flag or light to be shown   15.19 

Repeating signals     3.16 

Replacement of detonators on the line    3.63 

Reporting of defects in signals     3.85 

Report of neglect of duty     5.05 

Report of conditions likely to affect running of trains to 

Controller of Centralised Traffic Control Operator    6.07 

Report to the Commissioner of Railway Safety  10.02 

Responsibility of Station Master regarding tail board or 

tail lamp of passing trains     4.17 

Responsibility of the Station Master for working    5.01 

Responsibility as to proper preparation of authority 

to proceed on the following Trains System.  10.06 

Responsibility of Station Master as to authority to proceed  14.11 

Responsibility of Gang-mate as to safety of line  15.14 

Responsibility of shunting      5.14 

Riding on engine or tender     4.22 

Road Traffic              16.03 

Repeal and saving    18.01 

“S” 

Short title and Commencement   1.01 

Supply of copies of rules               2.01 

Shunt Signals    3.14 

Signals out of use    3.18 

Signals on bracket post or signal bridge or gantry   3.21 

Signals to warn incoming train of danger ahead                                      3.65 

Signals at class ‘D’ stations    3.31 

Stoppage of trains out of course at stations   3.48 

Stop hand signal    3.53 

Standard time    4.01 

Setting watch               4.03 

Supply of working Time Table and Schedule of  

standard Dimensions    4.07 

Starting of trains    4.35 

Subordination of Guard’s in station limits   4.37 

Starting and stopping of train    4.49 

Sounding of engine whistle    4.50 

Shunting off power    4.55 

Supply of copies of rules and distribution or exhibition of 

other documents    5.02 

Signal cabins    5.04 

Station working Rules    5.06 

Shunting at stations under centralised traffic control   5.15 

Shunting during reception of trains    5.16 

Shunting near level crossing     5.17 

Shunting on gradients    5.20 

Securing of vehicles at station    5.23 
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Sending advice of accident or breakdown   6.05 

System of working    7.01 

System where applicable              12.02 

Special responsibility as to electrical token 

instruments and to the token   14.12 

Showing of Signals   15.09 

Supply and care of equipment  16.02 

Special definitions applicable to this chapter  17.02 

“T” 

Taking alcoholic drink sedative narcotic stimulant  

drug or preparation    2.09 

Taking ‘Off’ signals for more than one train at a time   3.47 

Traps, slip sidings and catch sidings    3.50 

Time of attendance for train crew    4.04                                                                                   

Tail and side slights    4.15 

Tail board or tail lamp    4.16 

Train held up at first stop signal    4.44 

Throwing out water, fire or Ginders   4.52 

Trains unusually delayed               6.04 

Train in a block section without authority to proceed              6.06 

Train parting    6.08 

Train staff or train staff ticket when to be delivered 

to Loco Pilots              12.06 

Train staff to be kept on engine  12.07 

Train to be started until train staff returned  12.08 

Train staff o train staff ticket to be given up and ticket  

to be cancelled on arrival of train  12.09 

Train staff tickets how kept   12.11 

Train staff how kept   12.12 

Train signal Register                                           14.07,   14.16 

Transmission of signals   14.15 

Time of running   15.24 

Train staff or train staff ticket by whom to be 

delivered to Loco Pilot   12.05 

Trespassing   16.09 

Transfer of charge of gate   16.10 

Tripping of circuit breakers of Locomotives and electrical 

multiple units at neutral sections                     17.07 

Tower wagon    17.08 

“U” 

Upkeep of the copy of rules       2.02 

Use of night signals by day                 3.03 

Use of fixed signals      3.05 

Use of fixed signals for shunting                                                                    3.46 

Use of warning signals       3.66 

Use of One Train Only System     13.01 

Use and operation of block working equipment    14.26 

 

“V” 

Vehicles escaping from station                                                                     6.11             

“W” 

Warner or Distant signals defective in the “OFF” position      3.71 

Warner not to be used when a stop signal is defective      3.72 

Working of a material train in a block section      4.62 
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Working of track maintenance machines              4.65 

Working in case of accident or failure of communications               6.02 

Working of trains on Centralised Traffic control territory               9.09 

Writing and signing of messages and written authorities to 

proceed                          14.19 

Work involving danger to trains or traffic                         15.06 

Work in thick foggy or tempestuous weather 

impairing visibility                          15.07 

Warning to staff and public                         17.05 

Workers on material train     4.63 

“X” 
 

“Y” 
 

“Z” 
 

INDEX TO SUBSIDIARY RULES 
 

“A”           Rule No. 
 

Additional fixed signals at stations generally    3.30 

Absence of a fixed signal or a signal without a light     3.74 

Application of Guards’ hand brake    4.47 

Applicability of General Rules to the working of signals  

and trains     7.02 

Attachment to trains prohibited                         

15.23 

Applicability of General Rules              17.01 

Alterations to track              17.06 

Additional rules for electrified sections                                                                17.09  

“B” 

Brake Vans                4.23 

Bell signals between Loco Pilot and Guard    4.51 
 

“C” 

Classification of stations special station                              1.03 

Commission of fixed signals      3.26 

 

Conditions for taking “OFF” Home Signal     3.40 

Conditions for taking “OFF” outer signal     3.41 

Conditions for taking “OFF”  warner signal     3.43 

Care and lighting of signal lamps                 3.49 

Caution Order      4.09 

Control of shunting      5.13 

Conditions for closing the block section                   14.10 

“D” 

Definition-block section              1.02(10) 

Definition-point and tap indicators           1.02(46) 

Description of Flare signals      3.65 

Duties of Station Master generally when a signal 

is defective      3.68 

Duties of Station Master when an approach stop 

signal is defective       3.69 

Duties of Station Master when a departure stop signal 

is defective      3.70 

Defective or damaged points     3.77 

Duties of Loco Pilot when an approach stop signal is “ON” 

or defective     3.80 
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Duties of Loco Pilots as to signals when two or more engines 

are attached to trains     3.84 

Damaged or defective vehicles    4.29 

Loco Pilot and Guard to examine notices before starting    4.20 

Duties of Guard when taking over charge of a train    4.34 

Loco Pilot to obey certain orders                                                                                4.39 

Detaching Engine     4.57 

Departure of a train from a non-signalled line    5.11 

Duties of Loco Pilot and Guard when an Automatic stop  

signal on double line is to be passed at “ON”    9.02 

Loco Pilot to report failures     9.11 

Distinction between trolley, lorry and motor trolley               15.18 

“E” 

Electric repeater     3.23 

Exhibition of hand signals     3.52 

Efficient brakes              15.21 

Examination of trains before starting    4.31 

Exchange of signals between Loco Pilot, Guard and  

station staff     4.42 

Equipment of trolley, lorry or motor trolley             15.20 

“F” 

Fixed signals at level crossings     3.34 

Fixed signals generally     3.36 

Fire     6.10 

“G” 

Guard’s and Loco Pilot’s equipment    4.19 

Guards     4.25 

Guard to see that train is stopped clear of fouling marks    4.56 

Guard to keep a good look-out               4.43 

Guard not to leave train till handed over               4.60           

  “H” 

Head light and marker lights      4.14 

“ I ” 

 

Intimation of officials when defects remedied    3.76 

Inspection of permanent way and works             15.04 

Inspection of electrical way and works             17.03 

“J” 

------------ 

  “K” 

Knowledge and possession of detonators    3.64 

“L” 

Locking of facing points     3.39 

Limits of speed over facing points    4.10           

Limits of speed while running through stations       4.11(Note) 

Limits of speed with engine tender foremost    4.13 

Loading of vehicles     4.28 

Line Clear Tickets              14.25 

Lorries and trollies out of use                                                                                      15.28    

  

 

“M” 

Motor Trolley              15.25 

“N” 
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........... 

“O” 

Obstruction of running line      5.19 

Obstruction on double line in the block section     8.06 

Obstruction within station section at a class ‘B’ 

station on single line      8.10 

Obstruction on double line at a block station when a train 

is approaching      8.03 

Obstruction at level crossings                16.07 

“P” 

Points affecting movement of train     3.38 

Points      3.51 

Placing of detonators in hick, foggy or tempestuous 

weather impairing visibility       3.61 

Passing of Intermediate Block Stop signal at “ON”                    3.75 

Permission before entering on or crossing a running line      3.82 

Position of brake-van on train      4.24 

Protection of train stopped between stations     6.03 

Portion of train left in a block section     6.09 

Precaution before commencing operations which  

would obstruct the line               15.08 

Protection of trolley on the line              15.26              

Protection of lorry on the line               15.27 

Parting of a train               16.08 

Permit to work on electrical equipment              17.04 

“Q” 

Qualified person to be incharge of lorry or trolley when 

on the line               15.22 

“R” 

Responsibility of Station Master regarding tail board  

or tail lamp of passing trains      4.17 

Riding on engine on tender      4.22 

Responsibility of the Station Master for working      5.01 

Responsibility for shunting      5.09 

Reception of a train on an obstructed line     5.09 

                         (Note) 

Red flag or light to be shown               15.19 

Road traffic               16.03 

“S” 

Supply of copies of rules      2.01 

Signals at class “D” Stations      3.31 

Stoppage of trains out of course at stations provided 

with two aspect signalling       3.48 

Starting of trains       4.35 

Sounding of engine whistle      4.50 

Signal Cabins      5.04 

Sending advice of accident or breakdown     6.05 

Showing of signals               15.09 

Special definitions applicable to this chapter              17.02 

 

“ T ” 

Tail and side lights       4.15 

Tail board or tail lamp       4.16 

Train parting        6.08 
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Train Signal Register                 14.07 

Time of running                            15.24 

 

Tripping of circuit breakers of locomotives and 

E.M.U.s at neutral sections                 17.07 

Tower wagon                 17.08 

“U” 

............ 

“V” 

Vehicles escaping from station                6.11 

“W” 

Warner or Distant signals defective in the ‘OFF’ position      3.71 

Working of a material train in a block section     4.62 

Work involving danger to trains or traffic              15.06 

Warning to staff and public               17.05 

“X” 

............ 

“Y” 

............. 

“Z” 

.......... 

 

 

 


